
The PROTAMO 22 is a touch screen with a robust glass surface designed for use in industrial 
environments. For a user-friendly operation there are three USB slots on the side of the 
screen. With a reduced virtual keyboard, no external hardware is needed to switch between 
measuring tasks or any other programs.

Touch

Capacitive 22-inch touch 
screen with robust glass 
 surface

Variable positioning for  
an optimal design of the 
 measuring station

Flexible
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Is this the right product for you?
For over 40 years, we have focused on complex measurement applications and can 
 develop the right solution for you thanks to our large network of experts.

Contact us:  +49 30 628935 - 0



PROMINO  
The PROMINO is a powerful, energy- saving industrial 
PC including the basic PROMESS SPC Software. It is 
suitable for any measurement requirements. 

NETBOXpro 
The NETBOXpro is a high-speed measuring interface, 
which can be individually equipped. It is connected to 
the measuring computer via Ethernet, saves space and 
offers flexibility for every measuring station.

Products that might also be of interest to you
Unsere projekterfahrenen Ingenieure 
und Techniker beraten Sie gerne bei der 
passenden Komponentenwahl.
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Display 22" touch LED widescreen display, 1920 x 1080 pixels

Interfaces Back-panel: 3 x USB 2.0 type A, 1 x USB 2.0 type B (touch), HDMI

Software Keyboard can be displayed via software

Power supply 12 V DC with desktop power supply or NETBOXm power supply unit

Power consumption < 25 W, stand by mode < 2 W

Dimensions (W / H / D) 550 mm x 340 mm x 45 mm

Weight 6.4 kg

Protection IP63 with cable cover, protection class III

Housing Aluminium powder coated

Mounting - VESA 100

Optional:
- Stand, inclinable
- Wall mount, vertically and horizontally tiltable

Working temperature range 10° - 45° C ambient temperature

Ask us! The engineers and technicians of 
PROMESS will gladly advise you and to-
gether with you will find the solution that 
perfectly matches your requirements.
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